
Years of designing and working directly with the Fish 
Farmer have resulted in what are considered to be the 
most advanced and durable live-haul tanks on the 
market today.

Aqua-Life Transports can also be used as a complete 
harvesting and hauling system.  The addition of an 
Aqua-Life Fish Pump and our unique dewaterer and 
dispersing  system enables the Aqua-Life transport to 
harvest and load without the use of other equipment.

Whether your requirements are for a single or multi-
compartment live-haul tank, Magic Valley Heli-Arc & 
Mfg. can give you the right combination of features to 
suit your needs.

  Live-Haul Systems

MIDDLE LEFT: Non-insulated, stainless steel, three compartment 
live-haul with a single side discharge.

BOTTOM LEFT:  Insulated, stainless steel, five compartment 
transport with  rear discharge and dewatering device.

TOP CENTER: Insulated sides and top, stainless steel, eight 
compartment live-haul with individual side discharges.
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The BioStream fish pumps have been proven in a wide variety of applications. With power to spare, the 
BioStream pumps have the ability to pump vertical heads of 8.5 m to 9 m or horizontal distances of 500 m plus, 
without stress or damage to the fish. This is especially useful for transferring smolt or fingerlings from indoor 
hatchery buildings to outdoor grow out tanks or raceways; eliminating the need for livehaul tanks.

The BioStream pumps also have the ability to operate at slower speeds, which is generally needed during 
vaccinating, grading or counting operations. In both of these applications the Optional Radio Remote Control 
gives the operators full control to decrease or increase speed, as well as starting and stopping of the fish pump 
and priming system from 275 m (900 ft) away.

Whether the application requires faster speeds for maximum flow, or slower speeds for controlling fish numbers, 
the BioStream pumps are the perfect fish pump for all fish moving operations.

Ask about our Optional Radio 
Remote Control!

Bottom Left: BP40 transferring trout 
from  one raceway to another 

Bottom Right: BP25 transferring 
fingerlings a distance of 30 m from 
tanks located inside a hatchery 
building to a livehaul system outdoors.
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